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51 yildir profesyonel ustalara profesyonel el aletleri iiretiyoruz.

We have been producing professional hand tools to professional masters for 51 years.



Isiklar Testere 1967 yilinda merhum Hasan-Huseyin ISIK kardesler tarafindan kurulmus olup
insaat el aletleri sektorinde Uretim yapan en eski firmalardan birisidir.Hen0z 7 ve 8 yasinda
olan Hasan-Huseyin I1SIK kardesler Kastamonu’dan Istanbul Tahtakale'ye cirak gelip
hayallerinin pesinden gitmeye karar vermislerdir.iki kardes sirt sirta vererek zorluklann
Ustesinden gelmisler ve Ulkemize Isiklar Testere gibi bir firmayr kazandirmislardir. 1967 yilindan
beri firmanin izledigi en dnemli kriter kalite olmustur.Devrin teknolojisine her zaman ayak
uyduran Isiklar Testere 2000°li yillarda firma olarak kurumsallagsma karari almig ve bu yonde
sirekli yatinmlar yapmishir.Her t0rl0 prosesini ISO 9001:2015 kalite standartlarina gore
uygulayan Isiklar Testere Orinlerinin kalitesini donyaya duyurmaok amaciyla Grunlerini CE
standartlarina uygun olarak Uretmeye baslamistir. Turkiye basta olmak Ozere bircok Ulkeyle
ithalat ve ihracat calismalan yapan Isiklar Testere Toplam Kalite Yénetimine ayak uydurarak
surekli kendisini yenilemektedir.

Bizi 51 yildan beri tercih eden degerli misterilerimize tesekkir ediyoruz.Sunu unutmayin ki
sizler i¢in calisiyor ,sizler icin Uretiyor ve sizler icin ter dokUyoruz.
Isinizi severek yapin diye isimizi severek yapiyoruz.

Isiklar Saw was founded by Hasan-Huseyin ISIK brothers in 1967 and it is one of the oldest
companies in the construction hand tools sector.The two brothers have struggled with lots of
difficulties after that they have provided a quality firm to construction sector. The most
important criterion that the company has been following since 1967 is the quality .That's why
the firm always keeps up with the technology of the era. In 2000s Isiklar Saw has decided to
institutionalize and has made continuous investments in this direction. All kinds of processes
according to ISO 9001: 2015 Quality Standards started fo produce its products in accordance
with CE standards.Our company is engaged in import and export activities with many countries,
keeping up with total quality management and continuously renewing itself.

We thank our valuable customers who have preferred us for more than 51 years. Remember
that we are working for you, producing for you.We love doing our job o do your job lovingly.




Uriin Gruplar

Product Groups

JJJJJ

Construction Group




Uriinler

Products
San Pala Gold Yellow Saw Gold Edition 1
Mavi Pala Gold Blue Saw Gold Edition 2
Sari Pala Yellow Saw 3
Mavi Pala Blue Saw 4
Fil Pala Agag Sap Elephant Saw With Wood Handle 5
Aslan Pala Agag Sap Lion Saw With Wood Handle 6
Fil Pala Plastik Sap Elephant Saw With Plastic Handle 7
Aslan Pala Plastik Sap Lion Saw With Plastic Handle 8
Kartonpiyer Testeresi Papier-Mache Saw 9
Strafor Testere Pala Tip Styrofoam Saw, Machete Shape 10
Strafor Testere El Tip Styrofoam Handsaw, Hand Type 11
Strafor Testere Bag Tip Styrofoam Saw, Vineyard Type 12
Plastik Testeresi Plastic Cutting Saw 13
El Testere Timsah Dik Dig Alligator Handsaw With Straight Tooth 14
Katlanir Kartonpiyer Testere Papier-Mache Saw (Foldable) 15
Celik Keser Steel Adze 16
Deri Onliik 3 Cepli Leather Apron With 3 Pockets 17
Duvarci Malasi Plastik Sap Bricklayer Trowel With Plastic Handle 18
Uggen Mala Plastik Sap Triangle Trowel With Plastic Handle 19
Duvarci Malasi Agag Sap Brick Trowel With Wood Handle 20
Uggen Mala Agag Sap Triangle Trowel With Wood Handle 21
Sivac Malasi Plastik Sap Plasterer Trowel With Plastic Handle 2
Sivri Uglu Mala Plastik Sap Keen Trowel With Plastic Handle 23
Sivaci Malasi Agag Sap Plasterer Trowel With Wood Handle 24
Sivri Uglu Mala Agag Sap Keen Trowel With Wood Handle 25
Kiirek Tipi Mala Plastik Sap Shovel Type Trowel With Plastic Handle 26
Kesik Mala Plastik Sap Cut-Shaped Trowel With Plastic Handle 27
Kiirek Tipi Mala Agag Sap Shovel Type Trowel With Wood Handle 28
Kesik Mala Aga Sap Cut-Shaped Trowel With Wood Handle 29
Disli Mala Sol Dis Plastik Sap Toothed Trowel Left Handed With Plastic Handle 30
Disli Mala Sag Dis Plastik Sap Toothed Trowel Right Handed With Plastic Handle Eil
Disli Mala Sol Dig Agag Sap Toothed Trowel Left Handed With Wood Handle LY
Disli Mala Sag Dis Agag Sap Toothed Trowel Right Handed With Wood Handle 33
Sivaci Rendesi Brick Grater 3




ﬂriinler Products

Gazbeton Grubu Gas Concrete Group Sayfa/Page

Gazbeton Elmas Agac Sap Gas Concrete Saw with Carbide Insert And Wood Handle 36
Gazbeton Elmas Plastik Sap Gas Concrete Saw with Carbide Insert And Plastic Handle 37
Gas Concrete Saw(Polished) with Carbide Insert And Wood 18
Gazbeton Elmas Polisajl Agag Sap Handle
Gazbeton Normal Agag Sap Gas Concrete Saw(Regular) with Wood Handle 39
Gazbeton Normal Sulu Dis Agac Sap Gas Concrete Hard Point Saw(Regular) with Wood Handle 40
Gazbeton Normal Plastik Sap Gas Concrete Saw(Regular) with Wood Handle 41
Gazbeton Normal Sulu Dis Plastik Sap ~ Gas Concrete Hard Point Saw(Regular) with Plastic Handle 42
Gazbeton Rende Gas Concrete Grater 43
Gazbeton Kanal Agici Gas Concrete Canal Expander 44
Gazbeton Karishrma Ucu Gas Concrete Mixing Rod 45
Gazbeton Buat Asici Gas Concrete Junction Opener 46
Gazbeton Gonye Gas Concrete Miter 47
Gazbeton Tarakl Mala Gas Concrete Trowel 48
Lastik Tokmak Rubber Maul 49
El Testere Aslan Hand-Saw Lion 51
El Testere Timsah Hand-Saw Alligator 52
Zivana Testere Mortise Saw 53
Sirth Sigaca Dovetail Carpentry Saw 54
Oygu Testere Compass Saw 55
Normal Pala Testere Regular Saw 56
Alistrma Testere Yatay Tip Basic Saw For Practise (Horizontal Type) 57
Alishrma Testere Diiz Tip Basic Saw For Practise (Straight Type) 58
Bag Testere Vineyard Saw 60
Bag Testere Dik Dig Vineyard Saw (Upright Teeth) 61
Bag Budama Testeresi Pruning Vineyard Saw 62
Bag(Zeytin) Testeresi Olive Vineyard Saw 63
Kolastar Agzi Catal Dis Bow Saw Blade Tined Teeth 64

Kolastar Agzi Diiz Dig Bow Saw Blade Straight Teeth

obl-Ev Grubu obby Group ayfa/ Page

Japon Tip Testere Tek Tarafli Japanese Type One Slded Saw 68 |

Kabak Testeresi "Pumpkin Saw 570

Gonye Kutusu Miter Box |
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Insaat Grubu Construction Group

Sari1 Pala Gold

Yellow Saw Gold Edition

~ Insaat ustalar icin Uretilmistir.
= Avrupa celiginden imal edilmis olup celik
kahinhgi 1 mm. dir.

firnli gUrgen agaci kullaniimistir.

= Testerenin kilift mevcuttur.

" _CERTIFIED

EM - Manufactured for use in construction.
> Its raw material is European steel and thickness is 1 mm.
> The handle is made of wood that belongs to either ash
tree or oven dried hornbeam.
> The handsaw's blade is crosscutf and sharpened. The
thread pitch is 7 mm.
> It also has a cover.

el Aol 32030 iy ¢ add padall, ale 1 8 1Yl
7 ol e g HuSlae jdidl da il o sa o dla jlls e

Obiiadlaee o g s

> Saplar agac olup imalatinda disbudak agaci veya

> Testere caprazl ve bilenmistir.Dis adimi 7 mm.dir.

ool R
Vv Hn \'\’\\\\.\-‘ A A i i\_’;- \ \\ \\ B
VA A, \.1,.7,‘.-\ \_

D —
Kod A s H D
Code | (mm) | (mm) | (mm) | (mm)
103-45 550 130 450 7
103-50 600 130 500 7
103-55 650 130 550 7

Yukarida verilen bilgileri ve Slgileri leknik gelismelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.




Insaat Grubu Construction Group |

Mavi Pala Gold

Blue Saw Gold Edition

> insaat ustalarn icin Uretilmistir.

> Avrupa celiginden imal edilmis olup celik

kalinhgr T mm. dir.

> Saplar agac olup imalatinda disbudak agaci veya
firinh gUrgen agaci kullanilmistr. f
> Testere caprazh ve bilenmistir.Dis adimi 7 mm.dir.

> Testerenin kilifi mevcuttur.

D67 ot growan strel of thichase
ros, Mumdben moy maavnafac tupvd frove ash frve

el
.-u:y,m.-d'ul fuking bk I8 I wved e cuffing e

‘i s frrval i prastad s sharyrsed by file

e ot vl ks mact el tosbey

) (150 & YERL]
/ . CERTIFIED 14001 URETIM

-

A
i ETd - Manufactured for use in construction.
= K P > Its raw material is European steel and thickness is T mm.
M ., Y K ] B > The handle is made of wood that belongs to either ash
H T s s L tree or oven dried hornbeam.
D —J > The handsaw’s blade is crosscut and sharpened. The
thread pitch is 7 mm.
C > It also has a cover.
BN Glon ¢ g)s¥ bl (ede givan clill aledd Cinia
107-45 550 130 450 7 7 e s HUNSLM il Liliea 8a of Siane
&) = J o0 ) i Lo fn
107-50 600 130 500 7 L] ted
D e A gl e
107-55 650 130 550 7

Yukarida verilen bilgileri ve Blglleri teknik geligmelere bagh olarak degistirme
hakkimiz mahfuzdur,

We reserve the right to change the above information and measurements in
accordance with technical developments.




|I1§(I(It Grubu Construction Group

~ Insaat ustalar icin Oretilmistir.
> Avrupa celiginden imal edilmis olup celik
kalinhigr T mm. dir.

> Saplar agac olup imalatinda disbudak agaci veya

\ finnli girgen agaci kullaniimistir.

> Testere caprazli ve bilenmistir.Dis adimi 7 mm.dir.

= Testerenin kilifi mevcuttur.

™ 9001
2015

IFIED f

() ==

m

ce .

EX - Manufactured for use in construction.
> Its raw material is European steel and thickness is 1 mm.
The handle is made of wood that belongs to either ash
tree or oven dried hornbeam.
> The handsaw's blade is crosscut and sharpened. The
thread pitch is 7 mm.
> |t also has a cover.

R

-

BN clon oY alall (ede giian slill adral Cinia
7 ol ola g Slas HLdial) da gl ca &4 of ala jl15 5

1400
CERTIFIED

YERLI
URETIM

Sari Pala

Yellow Saw

A
J‘F-Ni ". \, a
D e
105-45 130 450
105-50 130 500
105-55 130 550

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur,

We reserve the right to change the above information and measurements in

accordance with technical developments,




Ingaat Grubu  construction Group |

Mavi Pala

Blue Saw

> insaat ustalar icin Uretilmistir.

> Avrupa celiginden imal edilmis olup celik

kalinhgr T mm. dir.

> Saplar agac olup imalatinda disbudak agaci veya
firinh gUrgen agaci kullanilmistr. /
> Testere caprazli ve bilenmistir.Dis adimi 7 mm.dir.

> Testerenin kilift mevcuttur.

-

C € IS0z & E}(Emi
. CERTIFIED 18001 URETIM

ET - Manufactured for use in construction.

. e \ o o = Its raw material is European steel and thickness is T mm.
M M 3 VA B > The handle is made of wood that belongs to either ash
H i L O, SR tree or oven dried hornbeam.
D —J > The handsaw's blade is crosscut and sharpened. The
thread pitch is 7 mm.
C > It dlso has a cover.
mﬁ&mﬂ@})}?‘@j—uﬁj‘wi&w sl M,_A.‘M.‘IL_\M'. }
11045 550 130 450 7 padall dolia el g (ol pagall, pleq g 30 il
110-50 600 130 500 7 7 obay) ala g oeSlae jldiall da lll i Ba ol ala ylis jalds
110-55 650 130 550 7 OHiiallled as 51 e

Yukarida verilen bilgileri ve dlglleri teknik gelismelere bagli olarak degistirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.




. |I1§(IC“ Grubu Construction Group

Fil Pala Agac Sap

Elephant Saw with Wood Handle

=~ Insaat ustalar icin Uretilmistir.

> Avrupa celiginden imal edilmis olup celik

kalinhigi 0.9 mm. dir.

> Saplar agac olup imalatinda disbudak agaci veya
\ finnh gurgen agaci kullaniimistir.

> Testere caprazli ve bilenmistir.Dis adimi 7 mm.dir.
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[ =1 so YERLI
(C_CERTIFIED] 75328 il

A
EXE - Manufactured for use in construction. . \ s
> Its raw material is European steel and thickness is 0.9 mm. G
The handle is made of wood that belongs fo either ash free v Jo ¥ % B
or oven dried hornbeam. U T S |
> The handsaw's blade is crosscut and sharpened. The D )
thread pitch is 7 mm.
[ AR | M&@JJ}&\M\OA&LM;M\MC&M
dclia 8 padiudy ¢ i adall ale 0.90 s Y& 93545 550 130 450 7
_-JL&J u.uSLa.A _)L-.'il.nj'l J:UU‘ [ERTEN J'I JLA_)“ [P u'a:\s:dl 135-50 600 130 500 7
a7 Oyl 13555 650 130 550 7

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur,

We reserve the right to change the above information and measurements in
accordance with technical developments,




Insaat Grubu Construction Group

Aslan Pala Agac Sap

Lion Saw with Wood Handle

~ Insaat ustalar icin Gretilmistir.
> Avrupa celiginden imal edilmis olup celik
kalinligi 0.90 mm. dir.
> Saplar agac olup imalatinda disbudak agaci veya
firmli girgen agaci kullanilmistir.

Testere caprazli ve bilenmistir.Dis adimi 7 mm.dir.
> Testerenin kilift mevcuttur.
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CERTIFIED

M
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A
5 EM - Manufactured for use in construction.
il Loy ~ Its raw material is European steel and thickness is 0.9 mm.
MY i, Bk A B The handle is made of wood that belongs to either ash tree
H T Ao L or oven dried hornbeam.
D R > The handsaw's blade is crosscut and sharpened. The
thread pitch is 7 mm.
C = It also has a cover.
m L-ﬂMcL;JJJJ‘YM_\l_;A‘L}A@y_am.;m‘MW
Uaitalldclia 800 o odA (el 210,90 g 3V 58
125-45 550 130 450 7 7 oty sla Sl el SRR\ IR i:u)jl 3
ool O S J b sl 3 B
125-50 600 130 500 7 il e aa gy
125-55 650 130 550 7

Yukarida verilen bilgileri ve dlglleri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.,




|I‘I§(Itlt Grubu Construction Group

Fil Pala Plastik Sap

Elephant Saw with Plastic Handle

~ insaat ustalari icin Uretilmistir.
> Avrupa celiginden imal edilmis olup celik
kalinhigi 0.9 mm. dir.
> Sap kismi plastiktir.Rengi siyahtir.
>~ Testere caprazh ve bilenmistir.Dis adimi 7 mm.dir.

(1SS0  &F YERL]
. CERTIFIED I(]:Eqnﬂi'ﬁ;é URETIM

A
EX - Manufactured for use in construction. . e
> Its raw material is European steel and thickness is ke i g ST PP PR
0.9 mm. U i U |
> Plastic is used in handle whose colour is black. D )

The handsaw's blade is crosscut and sharpened.

adiall, oL 090 s 3¥ il 14045, = 550 130" 450 7
oo 7 ) dlay Slen JLRaa 3 pud 453l oo Siidly 140-50 600 130 500 7
140-55 650 130 550 7

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degigtirme
hakkimiz mahfuzdur,

We reserve the right to change the above information and measurements in
accordance with technical developments,




Insaat Grubu Construction Group

Aslan Pala Plastik Sap

Lion Saw with Plastic Handle

~ Insaat ustalar icin Gretilmistir.

> Avrupa celiginden imal edilmis olup celik

kalinligi 0.90 mm. dir.

> Saplar plastiktir.Rengi kirmizidir. '
-~ Saplar gonyelidir.45 ve 90 derecelik aci dlcebilir ve /
bu acilarda kesim yapabilir.

> Testere caprazh ve bilenmistir.Dis adimi 7 mm.dir.

(1SO%] & YERL]
__CERTIFIED 4o URETIM
CERTIFIED

A
o~ EHE - Manufactured for use in construction.
Jne [0 — | > Its raw material is European steel and thickness is 0.9 mm.
st ¢ 1B > Plastic is used in handle whose colour is red.
U e N > The handle can be used as a goniometer for degrees of 45,
D cmd 90 and allows cutting according to these degrees.
‘ > The handsaw's blade is crosscut and sharpened. The
C thread pitch is 7 mm.
AR | M‘@JJJYIM|me;M1MW
12145 550 130 450 7 caiall 3,50 a5l 5 ¢ S padall. 1a0.90 o SV Al
121-50 600 130 500 7 gl e A 5345 %5 3l 02a (A aali p il Of Sy AalaS (0
121550 Dieson® azoas I5s50 7 e 7 el s Slea Lol s 290

Yukarida verilen bilgileri ve dlglleri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments,




Insaat Grubu Construction Group

Kartonpiyer Testeresi

Papier-Mache Saw

> Kartonpiyer kesimi icin tasarlanmistir.

= Avrupa celiginden imal edilmis olup celik
kalinhigi 1 mm. dir.

> Saplar agac olup imalatinda disbudak agaci veya
finnli girgen agaci kullanilmistir.

> Dis adimi 5 mm. dir.Testere geliginin u¢ kismi
sivrilestirilmistir.

‘ |S 2015 ﬂ YERLI
__CERTIFIED 14001 URETIM

ET - Itis designed to cut papier-mache. A
> Its raw material is European steel and thickness is T mm.

= The handle is made of wood that belongs to either ash (e =
tree or oven dried hornbeam. W ) ‘ B
> The thread pitch is 5 mm. U i .
= The saw blade is pointed. D

C

‘ SR lade A
t_u..n; e 4l 3 | dclia
A dedimtieliieleglinds o, A

605-A

Yukarida verilen bilgileri ve 8lgileri leknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

«  We reserve the right to change the above information and measurements in
accordance with technical developments,




Insaat Grubu Construction Group

Strafor Testere Pala Tip
Styrofoam Saw-Machete Shape

Strafor kesimi icin tasarlanmistir.
> Avrupa celiginden imal edilmis olup celik
kalinhigr 0.6 mm. dir.
Saplar plastiktir.Rengi kirmizidir.
> Saplar gonyelidir.45 ve 90 derecelik aci olcebilir ve
bu acilarda kesim yapabilir.
- Dis adimi 3mm. dir.Disler 6zel bir teknoloji
kullonilarak acilmishr.

[ I £ 9001
2015
. CERTIFIED

.g‘- YERLI
grery) ORETIM

Its raw material is European steel and thickness is 0.6 mm.
Plastic is used in handle whose colour is red.
D ‘ > The handle can be used as a goniometer for degrees of 45,
and 90 and allows cutting according to these degrees.
The thread pitch is 3 mm.

‘ ! ‘ B 0 - It is designed to cut Styrofoam.

C
610-35 40 12 35 3 y Ko cagall_ s 0.60 58 3 5il
610-40 45 12 40 3 o34 (b ol 5l uﬁm LS b pmiliall, jenfaigly
610-45 50 12 45 3 B ‘*—‘fj 9&?‘) ¢da 454, Li JH\
61050 55 12 50 3 als A8 aladiuly QU)o a8 ae 3 LY

«  Yukarida verilen bilgileri ve diglleri teknik gelismelere bagli olarak degistirme
hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in
accordance with technical developments.,

10




11

|I1§(Itlt Grubu Construction Group

Strafor Testere El Tip

Styrofoom Handsaw-Hand Type

Strafor kesimi icin tasarlanmigtir.
> Avrupa celiginden imal edilmis olup celik
kalinhgi 0.6 mm. dir.
- Saplar agac olup imalatinda disbudak agaci veya
firnli gurgen agaci kullanilmistir.

Dis adimi 3 mm. dir.

Disler cok kucuk olmakla birlikte 6zel bir teknoloji
ile acilmistr.
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| ™ 9001 -
2015

l IFIED

CERTIFIED

- It is designed fo cut Styrofoam.
Its raw material is European steel and thickness is 0.6 mm.
The handle is made of wood that belongs to either ash tree
or oven dried hornbeam.
The thread pitch is 3 mm. The saw teeth are too small
therefore they are prepared with a specific fechnology.

(& eI g0 (i Ganiall ae 0.60 5o Y il o

YERLI
URETIM

Ur:

(.\:q 3 u‘.j.u‘};'l J::_;.LL“ t_ua;::}\ .)Ln)” BJ_;.& Uz.us.nl'l dclia 610-12 435 50 310 3
Auald i Lgagal o6 s jpaia aas Gl 610-14 475 50 350 3

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degigtirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.




insaat Grubu

Strafor Testere Bag Tip

Styrofoam Saw-Machete Shape

> Strafor kesimi icin tasarlanmistir.

> Avrupa celiginden imal edilmis olup celik

kalinhigr 0.6 mm. dir.

> Saplar agag olup imalatinda disbudak agaci veya
firnh gUrgen agaci kullaniimistir.

> Dig adimi 3mm. dir.Disler cok kUcUk olmakla birlikte
ozel bir teknoloji kullanilarak aciimisthir.

(IS0 & YERL]
. CERTIFIED ey URETIM
CERTIFIED

m
g’

Construction Group

ET - 1tis designed to cut Styrofoam.
‘ _ | © > Its raw material is European steel and thickness is 0.6 mm.
‘ I Y B > The handle is made of wood that belongs to either ash tree
' or oven dried hornbeam.
> The thread pitch is 3 mm.The saw teeth are too small

C therefore they are prepared with a specific technology.

b p St it el an 0,60 & 35 5l Bl

610-5 435 35 310 3

e 3 o), bl ada o ale gl el Jmdall delia

6106 475 35 350 3 Aaald A Wayial o 13a s aaa Gl

«  Yukarida verilen bilgileri ve 6iglileri teknik gelismelere bagl olarak degigtirme
hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in
accordance with technical developments,

12




|I1§lltlt Grubu Construction Group

> Plastik kesimi icin tasarlanmistir.

> Avrupa celiginden imal edilmis olup celik

kalinhgi 0.9 mm. dir.
> Saplar plastiktir.Rengi kirmizidir.

Plastik Testeresi
Plastic Cutting Saw

> Saplar gonyelidir.45 ve 90 derecelik aci dlcebilir ve

bu acilarda kesim yapabilir.

Dis adimi 2 mm. dir.Disler 6zel bir teknol
acimistir.

i o o N"'"h'l!]-
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9001
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ET - 1tis designed fo cut plastic.

oji ile

“Taco
CERTIFIED

> Its raw material is European steel and thickness is 0.9 mm.

Plastic is used in handle whose colour is red.

- The handle can be used as a goniometer for degrees of 45,

and 90 and allows cutting according to these degrees.
= The thread pitch is 2 mm.The saw teeth are too small
therefore they are prepared with a specific technology.

L;M,uu‘mﬂ ‘,qu 90 31,
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13

YERLI
URETIM

A
i B
‘ . |
C
PT6-50 600 120 500 2
| PT6-55 650 120 550 2

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur,

We reserve the right to change the above information and measurements in
accordance with technical developments.




Insaat Grubu  construction Group |

El Testere Timsah Dik Dis

Alligator Handsaw with Straight Tooth

> insaat ustalarn icin Uretilmistir.

> Avrupa celiginden imal edilmis olup celik
kahnhigr 1 mm. dir.

> Saplar agac olup imalatinda disbudak agaci veya
firnli grgen agaci kullanilmistir.

> Dis adimi 7 mm.dir.

~ Islev olarak pala testeresinin kullanildigi yerlerde
kullanilabilir.

m
-

P Ao YERL]
W CERTIFIED Ae0o! URETIM
CERTIFIED

A EI - Manufactured for use in construction.
B T > Its raw material is European steel and thickness is 1 mm.
| 1 - The handle is made of wood that belongs to either ash

” o Y B tree or oven dried hornbeam.
D - L > > The thread pitch is 7 mm. It has same functionality with
i machete shape saw.

BN sl g 5Y) alall e sian oLl alead Ciria
dclia 8 aadd : g6 i (aiiall ala T 54 3V gl
202-10 400 110 265 7 Sy pe 7 Gl da gl o SR gl ala )il B jadi aiiall

202-12 440 110 305 7 _ NS Aot
202-14 480 110 345 7 ablall aladial e oy Al SLeY)

Yukarida verilen bilgileri ve 6iglleri teknik gelismelere bagl olarak degigtirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.

14




/ |I1§(IC“ Grubu Construction Group

Katlanir Kartonpiyer Testeresi
Papier-Mache Saw (Foldable)

> Kartonpiyer kesimi icin tasarlanmistr.
> Avrupa celiginden imal edilmis olup celik
kalinligi T mm. dir.
\ > Saplar agac olup imalatinda disbudak agaci veya
A finnli gUrgen agaci kullaniimistir.
> Dis adimi 5 mm. dir.Testere celiginin uc kismi
sivrilestirilmistir.

LAR TESTERE

I.‘; K
@ @ ﬁ\ i 1S0 9001:2008

.g‘- YERLI
gy URETIM

[ ' 9001
2015
. CERTIFIED

EX - 1t is designed fo cut papier-mache.
Its raw material is European steel and thickness is 1 mm. ( -
> The handle is made of wood that belongs to either ash B ’ B T
tree or oven dried hornbeam. Le—"
> The thread pitch is 5 mm. The saw blade is pointed.

[ AR | ¢ s aball (e de sias i) S adadl deaae
i padall ale T 8 2Vl eless
- & —5‘ JLA_)“S - - . "' ! .‘;LC-L:LLALS_‘.!‘: . ..}
Aa Ll Gk ae 5 GGuYI LG 606-A 180 35 135 5
606-K 180 35 135 5

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degigtirme
hakkimiz mahfuzdur,

We reserve the right to change the above information and measurements in
accordance with technical developments,

15




|I‘I§(Itlt Grubu Construction Group

Celik Keser

Steel Adze

i_ngaa’r,ev,murangoz gibi alanlar icin tasarlanmigtir.

Uretiminde 0zel sulaoma yontemleri
uvygulanmistir.Mukavemeti cok yUksektir.

Keser agzi civi kesmede ve demir yirtmada
kullanilabilir.

| 1SOss%

._CERTIFIED

Tacol
CERTIFIED

YERLI
URETIM

Bl C T - Itis designed for usage area like construction,
/ 1 housework, or carpentry.
i sl ‘ Special hydration technics are used for its manufacture.
- — Its endurance is quite high.
- Forepart of the adze can be used in order fo chop nail,

A iron, etc.
300-10 120 55 65 B B Ko YRR R T T
S 0D - - AR PSRN g AN PG PR P11 D JRRPR 0L & DO
CSayJaa dglle Lgtia glia, A alall 5l sl (gudaty
300-20 110 55 60 - ‘ ol o] il ALl L& “. £
300-25 110 55 60 gl alunall gl gl o

Yukarida verilen bilgileri ve dlglleri teknik gelismelere bagl olarak degigtirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.,

16




|I1§(Itlt Grubu Construction Group

Deri Onliik 3 Cepli

Leather Apron with 3 Pockets

~ Onliklerimiz yarma deriden imal edilmistir.

> Kusak baglama kismi palaska olup, baglanti yeri
kirilmasin diye ozel kayis sistemi uygulanmistir.

= Civi koyma yeri 6zel silikonla gerdirilmistir.Civi alma

olayi kolaylastiriimigtir.

=

—
=
&y
=r

P Asa YERLI
(I:gag:?glé Tacol URETiM

L CERTIFIED

EX - Our aprons are produced from split leather.
> Belt fastening part is bandolier and in order to prevent e

connection part's deterioration, special exclusive belt

system is implemented.
Nail stockpiling pocket is covered with silicon thus taking | \ |‘ [\ ,
i |\
. \ / .

hails activity is eased.

RN s iyl ol g alall e g siae deall Ui e
Jsli dlae gl Galas () sSlus Al 3 (5 580 ypalusall
alual) D-133 520 185

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degigtirme

hakkimiz mahfuzdur.
We reserve the right to change the above information and measurements in

accordance with technical developments.

17




Duvarci Malasi Plastik Sap

Bricklayer Trowel with Plastic Handle

Insaat Grubu Construction Group

~ Insaat ustalar icin Oretilmistir.
> Alman celiginden imal edilmistir.

> Celik rengi beyaz ve kalinhgi 1.30 mm. dir.
> Saplar plastik(kauguk) olmakla birlikte transmisyon
milinin Uzerine kaplama yapilmistir.

é§ YERLI
URETIM

4 ‘Af
"

X
_c
2005-16
2005-18
2005-20
2005-22
2005-24
2005-26

*®
-
Lode

L

hakkimiz mahfuzdur.

A
Jﬂ_l n
140
140
140
140
140
140

e

160
180
200
220
240
260

accordance with technical developments.

!
|

;(_ IJUL J
85
95
105
115
125
135

«  Yukarida verilen bilgileri ve 6igUleri teknik gelismelere baglh olarak degislirme

= We reserve the right to change the above information and measurements in

150w &
CERTIFIED 18001

T - Manufactured for use in construction.
= German steel that has 1.30 mm thickness and white
colour is used.
> Handles are plastic (rubber) and line shaft is covered.

[ AR | O LSl Yl (e e gian slill aledd Cinia
waidl ol 1,30 4Sen (anl 3Y il
(sae A jaall ddla Jalladll( el

gy




Insaat Grubu Construction Group

ETd - Manufactured for use in construction.

EEE oyl o5 Sl syﬂlwrm,;m Ll alaal izt

>

Ucgen Mala Plastik Sap

Triangle Trowel with Plastic Handle

~ Insaat ustalar icin Oretilmistir.

> Alman celiginden imal edilmistir.

> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.

> Saplar plastik(kauguk) olmakla birlikte transmisyon
milinin Ozerine kaplama yapilmistir.

| |S 2005 /@
CERTIFIED 18001

> German steel that has 1.15 mm thickness and white
colour is used.
= Handles are plastic (rubber) and line shaft is covered.

t 1.]5 ASau u&:‘.}gi { ‘I\L:T‘};P . l'('\ & B C I
(oldae A paall ddla Jallaall( el Code | (mm) | (mm) [L’u
2009-20 140 200 105
2009-22 140 220 115

Yukarida verilen bilgileri ve 8lgileri leknik geligmelere bagh olarak degislirme
hakkimiz mahfuzdur,

«  We reserve the right to change the above information and measurements in
accordance wilh technical developments.




Duvarci Malasi Agac Sap

Bricklayer Trowel with Wood Handle

Insaat Grubu Construction Group

~ insaat ustalari icin Uretilmistir.

= Alman celiginden imal edilmistir.

> Celik rengi beyaz ve kalinhgi 1.30 mm. dir.

> Saplar dishudak agacindan imal edilmekle birlikte
verniklidir.

YERLI
URETIM

2000-18
2000-20
2000-22
2000-24
2000-26

140

105
115
125
135

«  Yukarida verilen bilgileri ve 6igUleri teknik gelismelere baglh olarak degislirme
hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in
accordance with technical developments.,

[ 1SOR% ﬂ
CERTIFIED 18001

~ Manufactured for use in construction.
= German steel that has 1.30 mm thickness and white
colour is used.
> The handle made of ash tree is varnished.

BEN )8 LYY sl ede 5 me Ll alral Ciniia
(R § sinan i padal alaT,30 4San paul Y il
wetae 4 padl dila i) oy e gdaglll adia

h




Insaat Grubu Construction Group

Ucgen Mala Agac Sap

Triangle Trowel with Wood Handle

~ insaat ustalari icin Uretilmistir.
= Alman celiginden imal edilmistir.
> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.

verniklidir.
> Mala celigi Ucgen seklinde tasarlanmistir.

YERLI
URETIM

ET - Manufactured for use in construction.
= German steel that has 1.15 mm thickness and white

colour is used.
= The handle made of ash free is varnished.

AR O _L_;Ld‘yls‘yjﬂiwicﬁ_.m_;u,m@umm
. Jn_:;mm” (‘LLL‘]S :5 A il 3 il
s iy ol P
? umdsm‘_;;i.\h u"’jﬁi

>

> Saplar dishudak agacindan imal edilmekle birlikte

[ 1SO% ﬁ
CERTIFIED 18001

105
115

140
2008-22 140

Yukarida verilen bilgileri ve 8lgileri leknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments,




Insaat Grubu Construction Group

Sivaci Malasi Plastik Sap

Plasterer Trowel with Plastic Handle

~ Insaat ustalar icin Oretilmistir.
> Alman celiginden imal edilmistir.

> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.
> Saplar plastik(kauguk) olmakla birlikte transmisyon

milinin Uzerine kaplama yapilmistir.

YERLI
& URETIM

2 Lt il

2015-16 140 150 85
2015-18 140 180 95
2015-20 140 200 105

2015-22 140 220 115
2015-24 140 240 125
2015-26 140 260 135

«  Yukarida verilen bilgileri ve 6igUleri teknik gelismelere baglh olarak degislirme

hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in

accordance with technical developments.

[ 1SO%]

CERTIFIED 18001

ETA - Manufactured for use in construction.
= German steel that has 1.15 mm thickness and whife

colour is used.

> Handles are plastic (rubber) and line shaft is covered.

HEN )8 LYY il ede s me clill alral Cinia
paial ale
(stae 48 yaall dila Mallaall(eliindly

1.15 480 il 3Y il

h




Insaat Grubu Construction Group

Sivri Uclv Mala Plastik Sap

Keen Trowel with Plastic Handle

~ Insaat ustalar icin Oretilmistir.
> Alman celiginden imal edilmistir.
> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.

milinin Uzerine kaplama yapilmistir.
> Malanin ug kismi sivrilestirilmigtir.

YERLI
& URETIM

ET - Manufactured for use in construction.
= German steel that has 1.15 mm thickness and white
colour is used.
= Handles are plastic (rubber) and line shaft is covered.
Forepart of the trowel is sharpened.

B ) LYY sl ede s ae clill aledd Ciniia
Caiall ala 1,15 48 anl Y gl
Aap e dd el dila Mallaal( elindy

> Saplar plastik(kauguk) olmakla birlikte transmisyon

(1SS0 AE‘
CERTIFIED 18001

Code | (mm) | (mm) | (mm) |
2007-14 140 140 75
2007-16 140 160 85

Yukarida verilen bilgileri ve Siglleri teknik gelismelere bagh olarak degislirme
hakkimiz mahfuzdur,

«  We reserve the right to change the above information and measurements in
accordance wilh technical developments.




«  Yukarida verilen bilgileri ve 6igUleri teknik gelismelere bagh olarak degislirme

= We reserve the right to change the above information and measurements in

Insaat Grubu Construction Group

Sivaci Malasi Agac Sap

Plasterer Trowel with Wood Handle

~ insaat ustalar icin Uretilmistir.

= Alman celiginden imal edilmistir.

> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.

> Saplar dishudak agacindan imal edilmekle birlikte
verniklidir.

YERLI
URETIM

1SO% ﬂ
CERTIFIED 18001

ET - Manufactured for use in construction.
> German steel that has 1.15 mm thickness and white
colour is used.
= The handle made of ash tree is varnished.

201018 140 180 95

201020 140 200 105 EEH ) ALY et s mn sl alral Ciniaa
201022 140 220 115 . wada ple .15 aSaugayl Y
2010-24 140 240 125 il Haa 5 daghll QA e g ghas add

2010-26 140 260 135

hakkimiz mahfuzdur.

accordance with technical developments.,

h




Insaat Grubu Construction Group

Sivri Uclu Mala Agac Sap

Keen Trowel with Wood Handle

~ insaat ustalar icin Uretilmistir.

= Alman celiginden imal edilmistir.

> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.

> Saplar dishudak agacindan imal edilmekle birlikte
verniklidir.

> Malanin ug kismi sivrilestirilmigtir.

YERLI
URETIM

[ 1SO% ﬂ
CERTIFIED 18001

ET - Manufactured for use in construction.
= German steel that has 1.15 mm thickness and white

colour is used.
> The handle made of ash free is varnished. Forepart of

the trowel is sharpened.

Bl g0 LY Y il ede st e Uil abead Caniaa
g simn adin (bl 2la],15 4Sew Gl 3Y 4l
a2yl iy sl e pda ghl) aia

2006-16

Yukarida verilen bilgileri ve 8lgileri leknik geligmelere bagh olarak degislirme
hakkimiz mahfuzdur,

We reserve the right to change the above information and measurements in
accordance with technical developments,

>




Kiirek Tipi Mala Plastik Sap

X
\
\'.
A

Insaat Grubu Construction Group |

\.

?\
|

Shovel Type Trowel with Plastic Handle |

Insaat ustalar icin Uretilmistir.

> Cesidine gore sertlestirilmis dkp’den veya

paslanmaz celikten imal edilmistir.

> Saplar plastik(kauguk) olmakla birlikte transmisyon

milinin Uzerine kaplama yapilmistir.

- A
B/ 2
C
2013-10 140 70 100
2013-13 140 100 130
2013-16 140 130 160
2013-P10 140 70 100
2013-P13 140 100 130
2013-P16 140 130 160

Yukarida verilen bilgileri ve 6iglileri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.

R s

CERTIFIED Vg

CERTIFIED

ET - Manufactured for use in construction.
> Depends on type, hardened carbon steel or stainless steel
is used.
> Handles are plastic (rubber) and line shaft is covered.

Sl adall, (5 giall 0
ol ] Tl (i)




Insaat Grubu Construction Group

Kesik Mala Plastik Sap

Cut-Shaped Trowel with Plastic Handle

~ Insaat ustalar icin Oretilmistir.
> Alman celiginden imal edilmistir.
> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.

milinin Uzerine kaplama yapilmistir.

YERLI
& URETIM

EX - Manufactured for use in construction.
> German steel that has 1.15 mm thickness and white
colour is used.
= Handles are plastic (rubber) and line shaft is covered.

[ AR IRV L'UJ_‘_,JLA{X"I'JYJNQAE\.GM ;M\Mm
' 1.15 4Saw
ahjglmu_)u.\l u\;-. (dalaall) ab:wJu

>

> Saplar plastik(kauguk) olmakla birlikte transmisyon

| |S 2015 /@
CERTIFIED 18001

2004—20 140 200 100 65
2004-22 140 220 120 85

Yukarida verilen bilgileri ve Siglleri teknik geligmelere bagh olarak degislirme
hakkimiz mahfuzdur,

«  We reserve the right to change the above information and measurements in
accordance wilh technical developments.

A "L B y [« 1 fr;
| (mm) | (mm) | (mm) | (mm)




Insaat Grubu  construction Group

Kirek Tipi Mala Agac Sap

Shovel Type Trowel with Wood Handle

> insaat ustalari icin Uretilmistir.

> Cesidine gore sertlestirilmis dkp’den veya

paslanmaz celikten imal edilmistir.

> Saplar dishudak agacindan imal edilmekle birlikte

verniklidir.

YERLI
URETIM

2012-10 140
2012-13 140
2012-16 140

2012-A10 140
2012-A13 140
2012-A16 140

Yukarida verilen bilgileri ve 6iglileri teknik gelismelere bagl olarak degigtirme

hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in

70
100
130

70
100
130

accordance with technical developments,

100
130
160
100
130
160

IS0z &
CERTIFIED Ta001

CERTIFIED

ET - Manufactured for use in construction.
> Depends on type, hardened carbon steel or stainless steel
is used.
> The handle made of ash tree is varnished.

N el ede st cmeatina i slll aleal Cinia
QA (e siean padall faall o il 3Y sl ol 5 il
i) sl Alaa g da Ll

28




Insaat Grubu Construction Group

Kesik Mala Agac Sap

Cut-Shaped Trowel with Wood Handle

~ insaat ustalar icin Uretilmistir.
= Alman celiginden imal edilmistir.
> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.

verniklidir.

YERLI
URETIM

ET - Manufactured for use in construction.
= German steel that has 1.15 mm thickness and white
colour is used.
= The handle made of ash tree is varnished.

EEE oy sl o5 LY 3Y A (e de gian sli) alaal i
padiall ala 1,15 4Sam Qi
o sl Ale 5 da gl ds (e g sas s

>

> Saplar dishudak agacindan imal edilmekle birlikte

CERTIFIED

Isom &

Code | (mm)

2003-20 140 200 100
2003-22 140 220 120

Yukarida verilen bilgileri ve 8lgileri leknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur,

«  We reserve the right to change the above information and measurements in
accordance with technical developments,




«  Yukarida verilen bilgileri ve 6igUleri teknik gelismelere baglh olarak degislirme

= We reserve the right to change the above information and measurements in

Insaat Grubu Construction Group

Disli Mala Sol Dis Plastik Sap

Toothed Trowel Left Handed with Plastic Handle

> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.

> Saplar plastik (kauguk) olmakla birlikte fransmisyon
milinin Uzerine kaplama yapilmistir.

> Malanin dis adimi sol taraftadir.Dis adimi 7 mm. dir.

é YERLI
URETIM

(1SS0 /‘5‘
CERTIFIED 18001

i EX - Steel has 1.15 mm thickness and white colour.
‘ > Handles are plastic (rubber) and line shoft is covered.
= The thread pitch is 7 mm and located in left.

*od || A ¥ e RG = : ('LL_L‘:M) élﬁ'wm UAJEJ el 54.5..&_...4 u‘ay'j.ﬁﬂ‘ U‘Sl
_Code | (mm) | (mm) | (mm) 7 Ol pallal o o¥LeE 58 thadd el Hila
2002-A 140 220 110 =

hakkimiz mahfuzdur.

accordance with technical developments.




Insaat Grubu Construction Group

Disli Mala Sag Dis Plastik Sap

Toothed Trowel Right Handed with Plastic Handle

> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.
> Saplar plastik(kaucuk) olmakla birlikte fransmisyon
milinin Uzerine kaplama yapilmistir.

> Malanin dis adimi sag taraftadir.Dis adimi 7 mm. dir.

é YERLI
URETIM

EX - Steel has 1.15 mm thickness and white colour.
> Handles are plastic (rubber) and line shaft is covered.
> The thread pitch is 7 mm and located in right.

W (falaall) cliwsdly il ole 1,75 4Sass i 39l
L;‘-Gu‘}’LAa_)‘)s: ﬁ\laadd

| |S 2005 /@
CERTIFIED 18001

[ ._l"
w AR

o LB
: Lj gl 1\. J.* ’.H ."E'.'.'_’_'T J: ‘:.L'.’J_“jlhr
ZOOZ-C 140 220 110

Yukarida verilen bilgileri ve Siglleri teknik gelismelere bagh olarak degislirme
hakkimiz mahfuzdur,

«  We reserve the right to change the above information and measurements in

>

accordance wilh technical developments.




Insaat Grubu Construction Group

Disli Mala Sol Dis Agac Sap

Toothed Trowel Left Handed with Wood Handle

> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.

= Saplar disbudak agacindan imal edilmekle birlikte

verniklidir.
> Malanin dis adimi sol taraftadir.Dis adimi

YERLI
URETIM

- .
T, Ed

2002-AF 140

»  Yukarida verilen bilgileri ve 6iglleri teknik gelismelere bagli olarak degistirme

hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in

accordance with technical developments,

7 mm. dir.

= Steel has 1.15 mm thickness and white colour.
= The handle made of ash free is varnished.
> The thread pitch is 7 mm and located in left.

G0 8 siae padal ale 1,75 4Sew mnl 3Y @l o)
5 ye ddls Lshll i

e»75§%§u ) cladl e oYl

h



Insaat Grubu Construction Group

Disli Mala Sag Dis Agac Sap

Toothed Trowel Right Handed with Wood Handle

> Celik rengi beyaz ve kalinhgi 1.15 mm. dir.

verniklidir.

ﬁ YERLI
URETIM

ET - Steel has 1.15 mm thickness and white colour.
> The handle made of ash free is varnished.
> The thread pitch is 7 mm and located in right.

CEA (e f stme paiall e 1,15 4 Ganl Y il 5 )
5y e . 48 yaall ddla Lo L)
7 FE I T

= Saplar disbudak agacindan imal edilmekle birlikte

> Malanin dis adimi sag taraftadir.Dis adimi 7 mm. dir.

[ 1SO% ﬂ
- CERTIFIED 18001

Yukarida verilen bilgileri ve 8lgileri leknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

«  We reserve the right to change the above information and measurements in

accordance with technical developments,




insaat Grubu

Construction Group

Sivaci Rendesi
Brick Grater

> Siva isleri icin tasarlanmisgtir.

= Sap kismi disbudak agacindan imal edilmistir.
> Celik bicaklar 1 mm. kalinligindadir.

> Celik bicaktaki disler diktir.

[ 1ISO®%:

b ea __CERTIFIED

Al /£ NS\ IEE - Itis designed for plastering tasks.
£ N > The handle made of ash tree.
o ‘ > The steel blades have 1 mm thickness and its threads are
| upright.
AAAANAAANAAANAANAAAANANANAAAN
B
_code | (mm) | (mm) gl 5 2 il il e T 48 lla i il
SR-100 100 185

Yukarida verilen bilgileri ve dlgileri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.

A@ YERLI
ot ORETIM

h




GAZBETON GRUBU

Gas Concrete Group




Gazheton Grubu Gas Concrete Group

Gazbeton Elmas Plastik Sap

Gas Concrete Saw with Carbide Insert And Plastic Handle

> Gazbeton vygulamalarinda kullanilir.

> Celik rengi mavi, celik kalinligi 1.20 mm. dir.Dis
adimi 14 mm. dir.

> Sap kismi plastik ve sap rengi siyahtir.

> Diglere ozel seri elmas kaynatiimistir.

| ISO®™ @ YERLI
. CERTIFIED Auoo URETIM
CERTIFIED

A

P S EX > It is used for gas-concrete tasks.
[ L W > Steel has 1.20 mm thickness and blue colour. The thread

H VY B pitch is 14 mm.

" U | > Plastic is used in handle whose colour is black.
D ‘ N > Carbide inserts are welded for saw tooth.
C
m& D SN 5, 500y gl ol 4 sl Al A} a8 eladinl oy

Code mm &js_mnqhgid\_ela]4ouu‘)’|_?l?],20)ﬁﬂjﬂlém
180-50 610 130 14 ookl Lgale danla gdalaie liw¥] el dliindl e
180-55 660 130 14

«  Yukarida verilen bilgileri ve diglleri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in
accordance with technical developments.

23




Gazheton Grubu Gas Concrete Group

Gazheton Elmas Agac Sap

Gas Concrete Saw with Carbide Insert And Wood Handle

> Gazbeton vygulamalarinda kullanilir.

> Celik rengi mavi, celik kalinligi 1.20 mm. dir.Dis
adimi 14 mm. dir.

> Saplar agac olup imalatinda disbudak agaci veya
firinli gurgen agaci kullanilmistir.

> Dislere 0zel seri elmas kaynatiimistir.

() =—
m
-

2015 @ YERLI
RTIFIED “aco) URETIM
CERTIFIED

ce .

A
EX > It is used for gas-concrete tasks. e e
> Steel has 1.20 mm thickness and blue colour. The thread \ —~
pitch is 14 mm. "M vy \\\ |B
> The handle is made of wood that belongs to either ash H i i, W
tree or oven dried hornbeam. D T
> Carbide inserts are welded for saw footh.
mL'g‘)j.'ﬂ)él'lo}\_aﬂ)wlh@%ﬂlgwéuh@lé A D
g f—an padall ala 14 luY) ala 1,20 58 3 sill clow Code mm) mm
Lokl e aala dakaie laud! da gl Culia 182-50 610 14
182-55 660 14

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degigtirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments,

| e




Gazheton Grubu Gas Concrete Group

Gazheton Normal Agac Sap

Gas Concrete Saw(Regular) with Wood Handle

> Gazbeton vygulamalarinda kullanilir.

> Celik rengi mavi, celik kalinligi 0.90 mm. dir.Dis
adimi 14 mm. dir.

> Saplar agac olup imalatinda disbudak agaci veya
firnli gUrgen agaci kullaniimistir.

| SO @ YERLI
. CERTIFIED ey URETIM
CERTIFIED

A
- ET > It is used for gas-concrete tasks.
e e > Steel has 0.90 mm thickness and blue colour. The thread
PRRE B pitch is 14 mm.
H T, v A | > The handle is made of wood that belongs to either ash
D ‘ | tree or oven dried hornbeam.
Kod & B 5,50 39 gl o ol A 5l Al Al clidas 8 4aladiul 2y
17250 610 130 500 14 o glll ada e
172-55 660 130 550 14

= Yukarida verilen bilgileri ve 6iglleri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in
accordance with technical developments.

h




Gazheton Grubu Gas Concrete Group

Gazbeton Elmas Polisajli Agac Sap

Gas Concrete Saw(Polished) with Carbide Insert And Wood Handle

> Gazbeton vygulamalarinda kullanilir.

> Celik rengi beyaz, celik kahnhigr 1.30 mm. dir.Dis
adimi 14 mm. dir.

> Testere celigine polisaj uygulanmistir.

> Saplar agac olup imalatinda disbudak agaci veya
firnl gurgen agaci kullaniimistir.

> Dislere 0zel seri elmas kaynatiimistir.

YO YYyvyvrewy . AP
! f ‘bfl :,,!'/,

[ £~ 9001 E YERLI
c € . (I:ESR‘%?EB f1a001 URETIM

A
ET > It is used for gas-concrete tasks. -
> Steel has 1.30 mm thickness and blue colour. The thread ~ [° =, P
p"‘Ch iS 14 mm. e WA, NAAN A AL E o \ \‘\ \' B
> The steel is polished. H MW A A “--." ]
> The handle is made of wood that belongs to either ash )
tree or oven dried hornbeam.
> Carbide inserts are welded for saw tooth. C
B ol 3 gl (b, A 5Ll Al ja) il dladit il oy Kod
14 gy 2 1.30 43’)9-" LJ—W Code
Aaale 5 dabaia Glinl) Lol QS (g g glan padial s 185-50
L s Lﬁ”l‘-' 185-55 660 130 550 14

Yukarida verilen bilgileri ve Slgileri leknik gelismelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.

L




Gazheton Grubu Gas Concrete Group

Gazheton Normal Plastik Sap

Gas Concrete Saw(Regular) with Wood Handle

> Gazbeton vygulamalarinda kullanilir.

> Celik rengi mavi, celik kalinligi 0.90 mm. dir.Dis
adimi 14 mm. dir.

> Sap kismi plastik ve rengi siyahtir.

(1SO%] & YERL]
. CERTIFIED Neool URETIM
CERTIFIED

i

- e EX > 1t is used for gas-concrete tasks.
. W gy > Steel has 0.90 mm thickness and blue colour. The thread
T § el L P PO 1o \ VN B pitch is 14 mm.

H MM MM, | | > Plastic is used in handle whose colour is black.

AR i s
Code  (mm & siaapaial ale 14 Gyl 210,90 5o 3V gl cla
130 500 14

165-50 610 3 gual 43 g g Jalnal) il 1y
165-55 660 130 550 14

= Yukarida verilen bilgileri ve 6iglleri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in
accordance with technical developments.

h




Gazheton Grubu Gas Concrete Group

iy

Gazbeton Normal Sulu Dis Agac Sap

Gas Concrete Hard Point Saw (Regular) with Wood Handle

> Gazbeton vygulamalarinda kullanilr.

adimi 14 mm. dir.

> Saplar agac olup imalatinda disbudak agaci
firinli gurgen agaci kullaniimistir.

> Disler isil islemle sertlestirilmistir.

> Celik rengi mavi, celik kalinligi 0.90 mm. dir.Dis

veyd

9001
2015

IFIED

ce .

m
-

R

EX > 1t is used for gas-concrete tasks.

> Steel has 0.90 mm thickness and blue colour. The thread
pitch is 14 mm.

> The handle is made of wood that belongs to either ash
tree or oven dried hornbeam.

> It has induction treated teeth.

m d_)_)\ayjs.“u}l MJM‘M@JQ\;.!M.LJ&MDM\F

Ansy) Ul 5 s8a uLwY‘ gl A g

fisq

Traco
CERTIFIED

A
I < \)) |B
D “ )
C
mmmnl
Code
170-50
170-55 sso 130 550 14

Yukarida verilen bilgileri ve dlgUleri teknik gelismelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.




Gazheton Grubu Gas Concrete Group

Gazheton Rende

Gas Concrete Grater

> Gazbeton vygulamalarinda kullanilr.

> Sap kismi ve gévde yapiminda disbudak agaci
kullanilmigtir.

> Celik kisimlari T mm. kalinhgindadir.Dis adimi

7 mm. dir.

> Celik kisminda C75 Cr1 avrupa celigi kullaniimistir.

C€ 1so=) & éyeml
¥ CERTIFIED facal URETIM

ET > It is used for gas-concrete tasks.
A > C75 CR1 European steel is used for steel parts that have
o S 1 mm thickness.
e ——_———e— L\‘\k:} > Its body and handle are made of ash tree.
Lﬁ%_ Pl . . T //D > The thread pitch is 14 mm.
B

Bl 3V g8l g ) Al ) il 8 aaladid o5,

[ AR A
Kod 7 ol ale T sa 3Y sall Slaw
BRI

150-1 . C75 CR1

«  Yukarida verilen bilgileri ve 6igUleri teknik gelismelere bagh olarak degislirme

hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in
accordance with technical developments.




Gazheton Grubu Gas Concrete Group

Gazbheton Normal Sulu Dis Plastik Sap

Gas Concrete Hard Point Saw(Regular) with Plastic Handle

> Gazbeton vygulamalarinda kullanilir.

adimi 14 mm. dir.
> Sap kismi plastik ve rengi siyahtir.
> Disler isil islemle sertlestirilmistir.

-
+

j‘ta

V' .

- ~ o
e
ISILARRY
aes B

=
3

9001
2015

IFIED

() ——
m
-

ce .

R

EX > 1t is used for gas-concrete tasks.
> Steel has 0.90 mm thickness and blue colour. The thread
pitch is 14 mm.
> Plastic is used in handle whose colour is black.
> It has induction treated teeth.

B (550 3 sl 5, A ) Alas A gl B aaladd oy
g si—an paiall plnlqou“‘w‘ 2 0.90 52 3V sl law
Al (5 e i) 3 gasf 4 gl g el SLiSUN (g

.

> Celik rengi mavi celik, kalinhg1 0.90 mm. dir.Dis

Taco
CERTIFIED

S

Code ~ (mm
175-50 610 130 500 14
175-55 660 130 550 14

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.




Gazbheton Grubu Gas Concrete Group

Gazbeton Karistirma Ucu

Gas Concrete Mixing Rod

> Gazbeton vygulamalarinda kullanilir.

> Transmisyon milinden Uretilmistir.

Code

152-1 155

«  Yukarida verilen bilgileri ve 6igUleri teknik gelismelere baglh olarak degislirme

hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in

accordance with technical developments.

ISO
CERTIFIED

EX > It is used for gas-concrete tasks and produced from

line shaoft.

B e giiae 4l Al Al il b asladiul o

fisq

fracol
CERTIFIED

5sall 3 gl

3




Gazheton Grubu Gas Concrete Group

Gazbeton Kanal Acicl

Gas Concrete Canal Expander

> Gazbeton vygulamalarinda kullanilir.

> Sap kismi disbudak veya firinl girgen agaci
kullanilarak imal edilmistir.

> Saplar boyahdir.

YERLI
URETIM

I l'SOzm&!. @
CERTIFIED Tacol
CERTIFIED

ET > It is used for gas-concrete tasks.
> The handle is made of wood that belongs to either ash
tree or oven dried hornbeam and it is painted.

[ AR | ¢ siaa adall Ayl Alu jall Clinla 3 dalaaial &
Lnaaglo gl cata ¢ Kod
' J ‘A:J ’ L}A m
151-1 380 135 80

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in

' accordance with technical developments,




= We reserve the right to change the above information and measurements in

Gazheton Grubu Gas Concrete Group

Gazbeton Gonye

Gas Concrete Miter

> Gazbeton uygulamalarinda kullanihr.
> Koésebent kisminin yapiminda 2.5 mm. dkp sag
kullaniimishir.

[ 1SO%%]

CERTIFIED

EX > 1t is used for gas-concrete tasks.

> To produce angle ring part, 2.5 mm hardened carbon
steel is used.

m B c N 95 aaiu) o5 Al ke Al il b daladial o
Code mm mm Ll A dazle e ae

187-1 130 270 230

Yukarida verilen bilgileri ve dlgileri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

accordance with technical developments.




Gazheton Grubu Gas Concrete Group

Gazheton Buat Acici

Gas Concrete Junction Opener

> Gazbeton vygulamalarinda kullanihr.

> Transmisyon milinden Uretilmistir.

> Uc¢ kisimda 2.5 mm. celik sac kullaniimistir.
> Baglanti milinin 6 kdsesi mevcuttur.

I@ YERLI
URETIM

CERTIFIED

rsom

A
/
EX > It is used for gas-concrete tasks and produced from line
shaft.
> For its forepart 2.5 mm steel sheet is used.
> Mounting rod has 6 corners. B
B code a3l Al Al clinlas 8 4sladial 43 Kod B C
s alall El_..dl ak 2,5 aladiul ai s siall JY sall Code mm mm
Ao U ST 6 @lla Al 153-1 25 60 125

Yukarida verilen bilgileri ve Siglleri teknik gelismelere bagh olarak degislirme
hakkimiz mahfuzdur,

«  We reserve the right to change the above information and measurements in

' accordance wilh technical developments.




Gazheton Grubu Gas Concrete Group

Lastik Tokmak

Rubber Maul

> Gazbeton uygulamalarinda kullanihr.
> |cerisinde demir bulunan elastiksi kaucuktan
uretilmistir.

1So% & YERLI
__CERTIFIED flacor URETIM

- ) EX > It is used for gas-concrete tasks.
) _ . C > Elastic rubber included iron is used for production.

LT-40 210 35 65 B Llas e g sias, ) Alo il cliplad 8 deladial o3
IT-50 240 45 85 s AL o ¢ 5o
LT-60 270 55 105 ) )

LT-70 300 65 125

Yukarida verilen bilgileri ve dlglleri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.

h




Gazheton Grubu Gas Concrete Group

Gazbheton Tarakh Mala

Gas Concrete Trowel

> Gazbeton uygulamalarinda kullanihr.

> Tutkal kUregi olarakta bilinir.

> El tutma yeri ahsap ve boyalidir.

> Kirek kisminin yapiminda dkp sac kullaniimistir.

Ié YERLI
URETIM

CERTIFIED

fisg

Tacon
CERTIFIED .

EX > It is used for gas-concrete tasks.
> |t can be known as glue shovel.
> The handle is made of wood and coloured.
> Shovel part is produced from hardened carbon steel
sheet.

Code

] N _ _ 154-75 135
B Ll oy pmall g 3l 0l jad) cilila 8 aladial o3y

ARl S 4 154-100 135 70 100

16yl ot ﬁi‘ﬁ“ﬁ: Ama 154-125 135 90 125
Aol g g SAgag RIEE ol 154-150 135 110 150
154200 135 130 200

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in

' accordance with technical developments,







Marangoz Grubu  carpenter Group

El Testere Aslan

Hand Saw Lion

> Marangoz ustalari icin tasarlanmistr.

> Avrupa celiginden imal edilmistir.

> Celik kisminin rengi beyaz ve celik kalinhig
0.70 mm. dir.Dis adimi 5 mm. dir.

> Sap kismi disbudak veya firinli glirgen agaci
kullanilarak imal edilmistir.

CE [ ISO:
. CERTIFIED

EX > Manufactured for use in carpentry tasks.
> European steel that has 0.70 mm thickness and white
colour is used.
> The handle is made of wood that belongs to either ash
tree or oven dried hornbeam.
> The thread pitch is 5 mm.

BN 0 ¥ Y5 e i n bl galed] Cixin
S 2k 0.70 4Sac sl 3Y 5l
DA R (e siaan gaia il | o 5

L

Tacol
CERTIFIED

YERLI
é URETIM

A

Pty == -

o

{ \'

oo [Im T FTY PV PTY VAP PRPUR PR Iy N B
| L s

C

R el

Code
220-12 440 110 305 5
220-14 480 110 345 5

Yukarida verilen bilgileri ve dlgtleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments,




Marangoz 6rubu  carpenter Group

El Testere Timsah
Hand Saw Alligator

> Marangoz ustalari icin tasarlanmistir.

> Avrupa celiginden imal edilmistir.

> Celik kisminin rengi beyaz ve celik kalinhig
0.70 mm. dir.Dis adimi 4 mm. dir.

> Sap kismi disbudak veya firinli glirgen agaci
kullanilarak imal edilmistir.

h"

C€E (1805  && évem
. CERTIFIED facal URETIM

A EXE > Manufactured for use in carpentry tasks.
> European steel that has 0.70 mm thickness and white
E S colour is used.

> The handle is made of wood that belongs to either ash

)

G s 1 T W B tree or oven dried hornbeam.
| D ’ L > The thread pitch is 4 mm.
C
A s e

Code uLm‘z"l ‘s\a 0.70 Sau (_}.a.u'l .1‘21‘}91‘
200-10 .‘n_g].l.\ uuawaym@»nuaasdl ‘a.\A4
200-12 440 110 305 4
20014 480 110 345 4

Yukarida verilen bilgileri ve igUleri teknik gelismelere bagl olarak degislirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in

accordance with technical developments. ‘




Marangoz Grubu  carpenter Group

Livana Testeresi

Mortise Saw

> Marangoz ustalari icin tasarlanmistir.

> Avrupa celiginden imal edilmistir.

> Celik kisminin rengi beyaz ve celik kalinhg
0.60 mm. dir.Dis adimi 3 mm. dir.

> Sap kismi disbudak veya firinli glirgen agaci
kullanilarak imal edilmistir.

ce [ 1SO=:
L CERTIFIED

EX > Manufactured for use in carpentry tasks.
> European steel that has 0.60 mm thickness and white
colour is used.
> The handle is made of wood that belongs to either ash
tree or oven dried hornbeam.
> The thread pitch is 3 mm.

[ AR | Oﬂ_@}_)_gii'lhy‘pﬂ1un:\.cji_ma o_)h.ﬂlwum
el L0, 6o«smuam aw
L}M\muﬂtw@m

L

‘g’ YERLI
gy URETIM

A
L--,[r.w.-,..\ S -\LO__\ s t\"\“ B
C
mmmm
Code
195-12 1

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments,




Marangoz Grubu  carpenter Group

Sirth Sigaca

Dovetail Carpentry Saw

> Marangoz ustalar icin tasarlanmistir.

> Ahsap malzemelerin duz kesiminde kullanilir.
> Celik kisminin rengi beyaz ve celik kalinhg
0.70 mm. dir.Dis adimi 3 mm. dir.

> Sap kismi disbudak veya firinli glirgen agaci
kullanilarak imal edilmistir.

-

c € (1SO=] & éysmi
‘ U CERTIFIED| /et URETIM

A EXE > Manufactured for use in carpentry tasks.

- > |t is good at flat wood cutting.

s ( > European steel that has 0.70 mm thickness and white

i . W ) colour is used.

B | e el > The handle is made of wood that belongs to either ash
— tree or oven dried hornbeam.

> The thread pitch is 3 mm.

RN 4 i) dpdall @l oY) 6 padiey 5 jlailliadeal Ciniia
cale 3 ) ake 0.70 4Sen and 435 3V 5al) Al

Code |

600-25 360 105 250 3 Aol s e san dd [adall
600-30 410 105 300 3
60035 460 105 350 3

Yukarida verilen bilgileri ve 6iglleri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in

accordance with technical developments. I




Marangoz Grubu  carpenter Group

Oygu Testeresi

Compass Saw

> Marangoz ustalar icin tasarlanmistir.
> Daire seklinde kesim yapabilir.

> Celik kisminin rengi beyaz ve celik kalinhig
1 mm. dir.Dis adimi 4 mm. dir.

> Sap kismi disbudak veya firinli glirgen agaci
kullanilarak imal edilmigtir.

> lleri itme sirasinda kesim yapar.

:_‘Is‘

uv'|“

=
m
o
2
S
Ce
=
b
=
FS

1LY
B s

(1SO% & YERLI
__CERTIFIED faeol URETIM

EX > Manufactured for use in carpentry tasks.
> |t can cut in circle.

> European steel that has 1 mm thickness and white colour

A
is used.The thread pitch is 4 mm. _ i
> The handle is made of wood that belongs to either ash e Y o
tree or oven dried hornbeam. ’ E) ‘ \ B
> It works with forward movement. 4
C
[ AR

43 91 Y 4l anid Lg_).:hd&..uc.k.u o)h.ﬂl‘:_ala.d;mm
r.\a[l. uLu.u‘)“l ‘aln.l LW ua.u'l

LTSRS I
Code

500-5

+  Yukarida verilen bilgileri ve dlgileri teknik geligmelere bagh olarak degistirme
hakkimiz mahfuzdur.
«  We reserve the right to change the above information and measurements in
' accordance with technical developments,




Marangoz 6rubu carpenter Group

Normal Pala Testeresi

Regular Machete Saw

> Marangoz ustalari icin tasarlanmistir.

> Orta boy ahsap ve ince ahsap malzemelerin
kesiminde kullanihr.

> Celik kisminin rengi beyaz ve celik kalinhigi
0.90 mm. dir.Dis adimi 5 mm. dir.

> Sap kismi disbudak veya firinli glirgen agaci
kullanilarak imal edilmistir.

1so= & YERL]
. CERTIFIED facal URETIM
A

o o X > Manufactured for use in carpentry fasks.

_— ) “‘\ E > Itis good af medium and thin wood cutting

” A A ) L X ] B > European steel that has 0.90 mm thickness and white

e L R colour is used. The thread pitch is 5 mm.
D ‘ ~) > The handle is made of wood that belongs to either ash
tree or oven dried hornbeam.
R bl R B

Code
100-40 500 130 400 AR PR cLﬂ_,JS"IK cJ:é iy Bl aleal Ciata
100-45 550 130 450 0.90 4Sans an) 4503V 5all and Al g lasd) ddass sial)

10050 600 130 500 Lol Cuda (e g shna a3 (il Wl 5 LY ale
100-55 650 130 550

100-60 700 130 600

(SAREV R, RSB E, |

Yukarida verilen bilgileri ve 6iglleri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in

accordance with technical developments. ‘




Marangoz Grubu  carpenter Group

Alistirma Testeresi Yatay Tip

Basic Saw for Practise (Horizontal Type)

> Marangoz ustalar icin tasarlanmistir.

> Ahsap malzemelerin diz kesiminde
kullanilir. Testere yatay kesim yapabilir.

> Celik kisminin rengi beyaz ve celik kalinhgi
0.60 mm. dir.Dis adimi 3 mm. dir.

> Sap kismi ahsaptir ve verniklidir.

Ce [so= & Sy
RTlFlED 14001 URETIM

A
EX > Manufactured for use in carpentry tasks.
> |ts usage fype is straight cutting for wood material. 7 Foee—" A
The saw can cut horizontally. i — )
> Evuropean steel that has 0.60 mm thickness and white B | |

colour is used.The thread pifch is 3 mm. -
> The handle is made of wood and varnished.

o=

C
[ AR pid | Eﬁ&%{\)gwld_\aﬁ@em a_)l&!.“un.‘a.dt_\a_m

R
Lﬁ‘mw&}mgﬁum‘ ULu.uY'l (o] [
AY-250 3
AY-300 435 55 300 3

Yukarida verilen bilgileri ve Siglleri teknik gelismelere bagh olarak degislirme
hakkimiz mahfuzdur,

We reserve the right to change the above information and measurements in

' accordance wilh technical developments.




M(II‘(IIIQOZ Grubu Carpenter Group

Ahistirma Testeresi Doz Tip
Basic Saw for Practise (Straight Type)

> Marangoz ustalar icin tasarlanmistir.

> Ahsap malzemelerin duz kesiminde kullanilir.
> Celik kisminin rengi beyaz ve celik kalinhg
0.60 mm. dir.Dis adimi 3 mm. dir.

> Sap kismi ahsaptir ve verniklidir.

IS0 ‘@ YERLI
. CERTIFIED 18001 URETIM

EX > Manufactured for use in carpentry tasks.

. e > Its usage type is straight cutting for wood material.

‘ = - ) > European steel that has 0.60 mm thickness and white
\ . e colour is used. The thread pitch is 3 mm.

B‘ | | > The handle is made of wood and varnished.

’-.-.xv.\ljx-.-,-.w,-.-.- P A AR A

L AR RV TR SO P [P - O PRECIV - PR DA POA [P0

Kod c 01 2e0.60 A4S a5l
Code mm Al QA e g sias dd (addl | ale 3
55 250 3

AD-250 385
AD-300 435 55 300 3

«  Yukarida verilen bilgileri ve 6igUleri teknik gelismelere bagl olarak degislirme
hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in
accordance with technical developments.

h







Buﬁ-Buhge Grubu Vineyards-Orchards Group

Bag Testere Dik Dis

Vineyard Saw (Upright Teeth)

> Bag ve bahce isleri icin tasarlanmistir.

> Disler diktir.Geri cekme ve ileri itme sirasinda kesim
yapar.

> Celik kisminin rengi beyaz ve celik kalinhigi

1 mm. dir.Dis adimi 7 mm. dir.

> Saplar agag olup imalatinda disbudak agaci veya
firnh gUrgen agaci kullaniimistr.

-

CE [Iso= & B v
¢ CERTIFIED 18001 URETIM

EXE > Itis designed for vineyard and gardening tasks.
A > Its teeth are upright. Cut occurs with in both forward &
reverse motions.
‘\ > European steel that has 1 mm thickness and white colour
i . B is used. The thread pitch is 7 mm.
D ‘ s > The handle is made of wood that belongs fo either ash
tree or oven dried hornbeam.

RN ) vie adaily g dlile (Y] lid) 36 graleal Ciniia

ENENERE T
110 310 7

400-6 435
400-7 435 110 310 7

*  Yukarida verilen bilgileri ve 6igUleri teknik gelismelere bagl olarak degislirme
hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in

accordance with technical developments. ‘




Buﬂ-Buhge Grubu Vineyards-Orchards Group

Bag Testeresi

Vineyard Saw

> Bag ve bahce isleri icin tasarlanmistir.

> Disler yahkhr.Geri cekme sirasinda kesim yapar.
> Celik kisminin rengi beyaz ve celik kalinhg

0.70 mm. dir.Dis adimi 4 mm. dir.

> Saplar agac olup imalatinda disbudak agaci veya
firnli gUrgen agaci kullaniimigtir.

PECEAsa YERLI
Ce B & SERL

EX > 1tis designed for vineyard and gardening tasks. A
> Its teeth are filted. Cut occurs with reverse motion.
> Steel part has 0.70 mm thickness and white colour. : | -

The thread pitch is 4 mm.
> The handle is made of wood that belongs to either ash

tree or oven dried hornbeam.

UI:

RN i adaiy s AliLe Glnd) il i g saleal Ciniia

caled Gl ke 0.70 4Ses Sanl a3 il a8
R N . | | o | oy |
: Code
4005 435 110 310 4

Yukarida verilen bilgileri ve dlgtleri teknik geligmelere bagh olarak degiglirme

hakkimiz mahfuzdur.
We reserve the right to change the above information and measurements in
accordance with technical developments,




«  Yukarida verilen bilgileri ve 6iglleri teknik gelismelere bagl olarak degistirme

= We reserve the right to change the above information and measurements in

Buﬁ-Buhge Grubu Vineyards-Orchards Group

Bag(Zeytin) Testeresi

Olive Vineyard Saw

> Bag ve bahce isleri icin tasarlanmistir.

> Disler yahkhr ve iki tarafli bilenmis olup geri cekme
sirasinda kesim yapar.

> Celik kisminin rengi beyaz ve celik kalinhgi

0.70 mm. dir.Dis adimi 3 mm. dir.

> Saplar agac olup imalatinda disbudak agaci veya
firnh gurgen agaci kullanilmistir.

C€ Ao Emu
L CERTIFIED 1001 URETIM

EXE > Itis designed for vineyard and gardening tasks.
A > Its teeth are tilted and bilateral sharpened. Cut occurs
with reverse motion.

A R > European steel that has 0.70 mm thickness and white
[ A colour is used. The thread pitch is 3 mm.
‘ > The handle is made of wood that belongs fo either ash
tree or oven dried hornbeam.

O

RN iy ey man 53 Q! i) g caleal Ciniia

Kod Lol 40 9) 3Y gl and Candl 2ie
= SR
295 3 Al

400-10 400 A
400-11 400 295 3

hakkimiz mahfuzdur.

accordance with technical developments.




Buﬂ-Buhge Grubu Vineyards-Orchards Group

Bag Budama Testeresi

Pruning Vineyard Saw

> Bag ve bahce isleri icin tfasarlanmistir.

geri cekme sirasinda kesim yapar.

> Celik kisminin rengi beyaz ve celik kalinhgi
0.70 mm. dir.Dis adimi 5 mm. dir.

> Saplar agac olup imalatinda disbudak agaci
firnh gUrgen agaci kullaniimistr.

CE 1SO:
. CERTIFIED

EX > 1tis designed for vineyard and gardening tasks.
> |ts teeth are upright and bilateral sharpened. Cut occurs
with in both forward & reverse motions.
> Steel part has 0.70 mm thickness and white colour. The

thread pitch is 5 mm.
> The handle is made of wood that belongs to either ash

tree or oven dried hornbeam.

AR JPRPPYSPYSTILOGU I E | S G| P PPN PO\ FEVE IO
0.70%;_}434'; M)]:)Yjﬂl‘a.uﬁ_cjﬂbt._\;dlméhigj
Lﬂlmw&MwMIAS Ol sl

L

> Disler dik ve iki tarafli bilenmis olup ileri itme ve

veya

Tacol
CERTIFIED

YERLI
é URETIM

A
-
C o
B
HEe

Code
BD-400
BD-401 400 295 5

Yukarida verilen bilgileri ve Slgileri leknik gelismelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments,




Buﬁ-Buhge Grubu Vineyards-Orchards Group

Kolastar Agzi Diz Dis

Bow Saw Blade Straight Teeth

> Bag ve bahce isleri icin tfasarlanmistr.

> Digsler dik ve iki tarafli bilenmis olup ileri itme ve

geri cekme sirasinda kesim yapar.

> Celik kisminin rengi sari ve celik kalinhig

0.70 mm. dir.

s

c € | ISO%%
. CERTIFIED

EX > Itis designed for vineyard and gardening tasks.

BN o gac g man g3 Ll Gl g aled Ciniia

R
Code

309-61 610 15
308-76 760 15

«  Yukarida verilen bilgileri ve 6iglileri teknik gelismelere bagl olarak degistirme

hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in

accordance with technical developments.

‘g-‘ YERLI
Tacol uRETIM
CERTIFIED

> The teeth are upright and bilateral sharpened. Cut occurs
with in both forward & reverse motions.
> Itis yellow and 0.70 mm thick.

0.70 4Sans sieal 43513 sill and Canid) g adall dic adady
e

h




Buﬂ-Buhge Grubu Vineyards-Orchards Group

Kolastar Agzi Gatal Dis

Bow Saw Blade Tined Teeth

> Bag ve bahce isleri icin tasarlanmistir.

> Disler dik ve iki tarafli bilenmis olup ileri itme
ve geri cekme sirasinda kesim yapar.

> Celik kisminin rengi sari ve celik kalinhig
0.70 mm. dir.

B0 W

(1s0=| & YERLI
. CERTIFIED ey URETIM
CERTIFIED

EX > 1tis designed for vineyard and gardening tasks.
> The teeth are upright and bilateral sharpened. Cut occurs
with in both forward & reverse motions.
> Itis yellow and 0.70 mm thick. A

$asae 3 Gmis 3D Glal) (il 85 alaal Canina
L iualiis I
Code

301-61 610 15
302-76 760 15

Yukarida verilen bilgileri ve dlgtleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments,

>




HOBI EV GRUBU

Hobby Group




Hobi-Ev Grubu Hobby Group

Japon Tip Testere Cift Tarafli

Japanese Type Double Sided Saw

> Hobi amach kullonim icin tasarlanmistir.
> Testere hassas,acili ve rahat kesim saglar.Celik

kalinligr 0.60 mm. dir.
> Testerenin bir tarafinin dis adimi 3 mm. diger

tarafinin dis adimi 4 mm. dir.
> Dis adimi 3 mm. olan tarafla plastik kesimi

yapilirken, 4 mm. olan tarafiyla ahsap kesimi
yapilabilir.

F ‘—"'-“"'"‘-T R

" = - -
I-nt - - y Ty e " = . ‘-‘—,.*u-_
R W“‘
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m
]

[ CIso YERL]
l‘ RTIFIED 18001 URETIM

EX > 1tis designed for hobby usage purpose.
> |t offers sensitive, angular, and easy cut. A
> One side's thread pifch is 3 mm and for the other it is 4

mm.Thickness of steel is 0.6 mm. B - ‘@ o 0
> 4 mm thread pitch side for wood cut and 3 mm side for — —

plastic. =/
c D

ST
ailall, eh 4 J:-Y‘ k.—uL.al‘ e .ple 3 ldiall e sl Coge mm)

4 55 il y St ol § skt e 3 53
ey ’ &bl piigpa 3. g‘r241 569 79 | 250 y_ 310
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>

Yukarida verilen bilgileri ve dlgtleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments,




Japon Tip Testere Tek Tarafli

Bow Saw Blade Straight Teeth

Hobi-Ev Grubu Hobby Group

> Hobi amach kullonim icin tasarlanmistir.
> Testere hassas,acili ve rahat kesim saglar.Celik

kalinligi 0.60 mm. dir.
> Testerenin dis adimi 3 mm. dir.

> Testere, esnekligi sayesinde kusursuz kesimler

yapmanizi saglayacaktir.

CG (1805 & &yem
" CERTIFIED faca URETIM

A

i ——

’ D

C

AR FEAFIRS
Code mm)

_ ST
\ 1241 | 560/ 1|70 250 310

«  Yukarida verilen bilgileri ve 6iglileri teknik gelismelere bagl olarak degistirme
hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in
accordance with technical developments.

EX > Itis designed for hobby usage purpose.
> It offers sensitive, angular, and easy cut.
> The steel thickness is 0.60 mm and the thread pitch
is 3mm.

> [ts flexibility will help you about perfect cuts.

[ AR | e el jh gy Al gl ol el b aladiudl daaas
3 ¥l 2l 0.60 Y sill dlas Ay 505 505 Jes g i
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Hobi-Ev Grubu Hobby Group

Hobi Testeresi
Hobby Saw

> Hobi amach kullonim icin tasarlanmistir.
> Celik kalinligi 0.60 mm. dir.

> Testerenin dis adimi 2 mm. dir.
> Saplar agag olup imalatinda disbudak agaci
veya firinli gurgen agaci kullaniimistir.

ce .

I
>

9001
2015

ERTIFIED

or oven dried hornbeam.

>

EX > 1tis designed for hobby usage purpose.
> The steel thickness is 0.60 mm and the thread pitch is 2 mm.
> The handle is made of wood that belongs to either ash tree

I 100.60 3 sill clow A el il e b aladind deanas
sl da e g s pasiall ale 2 (liud]

Tacol
CERTIFIED

Kod
Code

o=

C

l 915-K 370 25 | --‘; ;z‘

Yukarida verilen bilgileri ve dlgtleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments,




Kabak Testeresi

Pumpkin Saw

Hobi-Ev Grubu Hobby Group

> Ev, market gibi alanlarda kullaniimak icin

tasarlanmigtr.

> Celik rengi beyaz ve kahnhgi 0.60 mm. dir.
> Saplar agac olup imalatinda disbudak agaci
veya firinli gurgen agaci kullaniimistir.

9001 -
2015
I
IFIED cERtIFtD

EXS > 1tis designed for the areas like house, market, etc.
> The steel has 0.70 mm thickness and white colour.
> The handle is made of wood that belongs to either ash
tree or oven dried hornbeam.

BN i g8 3 gill ol Jaadl ol J il aladiud daaiae
Al da e sias el 210,60 4San

569

Yukarida verilen bilgileri ve 6iglleri teknik gelismelere bagl olarak degigtirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in
accordance with technical developments.

YERLI
URETIM
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Hobi-Ev Grubu Hobby Group

Kemik Testeresi

Bone Saw

> Ev,kasap gibi yerlerde kullaniimak icin
tasarlanmighr.

> Testerenin kol kismi transmisyon celiginden imal
edilmigtir.

> Saplar agac olup imalatinda disbudak agaci veya
firnnli gUrgen agaci kullaniimisgtir.

> Agiz kisminin dis adimi 4 mm. dir.Disler yatik ve
bilenmistir.lleri itme sirasinda kesim yapar.

c € | ISO®™ ‘E-‘ éy:nq
(. CERTIFIED f1a001 URETIM

EX > 1t is designed for the areas like house, butcher's shop, etc.
> Bow part of saw is produced from line shaff. A 5 N:)

> The handle is made of wood that belongs to either ash tree
or oven dried hornbeam.

> |ts teeth are tilted and sharpened. Cut occurs with forward
motion. The thread pitch is 4 mm.

[ AR | u‘&_&wtbﬂ‘ o_)'l);“_,'ld).\nl'l e'l.\..-.»..m).lum

AT —
e akady g alila g 3ala ULm‘ﬂ‘ (alo 4 it Ll cada Code mm)

Q_va.‘d'l
| 300KA - ‘_ -  -4?§_ [

Yukarida verilen bilgileri ve dlgtleri teknik geligmelere bagh olarak degiglirme
hakkimiz mahfuzdur.

We reserve the right to change the above information and measurements in

' accordance with technical developments,




Hobi-Ev Grubu

Hobby Group

Gonye Kutusu
Miter Box

> Hobi amach kullanimlar icin tasarlanmistir.
> Kesmek istediginiz Orin0n0z0 kutuya yerlestirerek
45,90 ve 135 derecelik acilarla kesim yapilabilir.

(IS0 & ému
.~ CERTIFIED f1a001 URETIM

\ GK-50 300 5(51 'Z@.

«  Yukarida verilen bilgileri ve 6iglileri teknik gelismelere bagl olarak degistirme

hakkimiz mahfuzdur.

= We reserve the right to change the above information and measurements in

accordance with technical developments.

A EXE > Itis designed for hobby usage purpose.
: : > The box will help your 45, 90, and 135 degree cuts.

BN il 8 ae Loy ) ggll Gl el b aladind daaias
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Saplar Handles

Sap Cesitleri

Handle Types

> Saplar agac olup imalatinda disbudak agaci veya
firnh girgen agaci kullaniimisgtr.

> Agac saplari verniklidir.

> Plastik saplarin rengi siyahtir.

1ac01
CERTIFIED

1 IS0

. CERTIFIED

|§ YERLI
URETIM

ET > For wood handles' production, either ash tree or
oven dried hornbeam is used.
> Wood ones are varnished.

P £t V. " X
Pala Sapi Agag Sap Vernikli (1. Kalite)

> Plastic ones are black. 400-10
Machete Wood Handle with Varnish (1. Quality)
400-20 Pala Sapi Aga¢ Sap Boyali (2. Kalite)
Machete Dyed Wood Handle (2. Quality)
El Testere Sapi
iRz Hand Saw Handle
400-30 Bag Testere Sapi
“ t T g W : o Vineyard Saw Handle
[ AR | kﬂ.u.n.umll 51 .]a_,l.dl (i e ds gl UA.\M'I s Pala Sap Plastik
2 gl b LS Ll el ) Ml Uaalgiady 34 Machete Plastic Handle

hakkimiz mahfuzdur.

' accordance with technical developments,

Yukarida verilen bilgileri ve dlglleri teknik geligmelere bagh olarak degigtirme

We reserve the right to change the above information and measurements in




